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SPECIFICATIONS
MONO INPUT CHANNELS
Mic input electronically balanced, discrete input configuration

Gain +10 dB to +60 dB
Frequency response 10 Hz to 100 kHz, +/- 3 dB
THD 0.06 % typ. @ -30 dBu, 1 kHz

Line input
Gain -10 dB to +40 dB
Frequency response 10 Hz to 100 kHz, +/- 3 dB
THD 0.03 % typ. @ 0 dBu, 1 kHz, Gain 1

S/N ratio > 80 dB
EQ

Low 50 Hz, +/- 12 dB
Mid 750 Hz, +/- 9 dB
High 10 kHz, +/- 12 dB
Low cut 75 Hz, 18 dB/oct.

STEREO INPUT CHANNELS
Phono/line/CD input unbalanced input
Gain

Line/CD - 15 dB to +15 dB
Phono +25 dB to +55 dB

Frequency response
Line/CD 10 Hz to 100 kHz, +/- 3 dB
Phono 20 Hz to 20 kHz, RIAA

THD
Line/CD 0.025 % typ. @ 0 dBu, 1 kHz
Phono 0.035 % typ. @ -30 dBu, 1 kHz

S/N ratio
Line/CD > 80 dB
Phono > 70 dB

EQ
Low 50 Hz, +/- 12 dB
Mid 750 Hz, +/- 9 dB
High 10 kHz, +/- 12 dB

CONNECTORS
Master out

Jack 0 dB
XLR +6 dB

Monitor out
Jack 0 dB (max. 10 dB gain)

Zone out
Jack 0 dB (max. 10 dB gain)

Insert send 0 dB
Insert return 0 dB
Effect send 0 dB
POWER SUPPLY
Mains Voltages USA/Canada 120 V ~, 60 Hz, PSU MXUL 1

U.K./Australia 240 V ~, 50 Hz, PSU MXEU 1
Europe 230 V ~, 50 Hz, PSU MXEU 1
General export model 100 - 120 V ~, 200 - 240 V ~, 50 - 60 Hz

Power supply units
Model MXEU 1 In: 230 V ~ / 50 Hz (250 mA)

Out: 2 * 19.5 V ~ (1200 mA)
Model MXUL 1 In: 115 V ~ / 60 Hz (500 mA)

Out: 2 * 19.5 V ~ (1200 mA)
PHYSICAL
Dimensions (W * H * D) app. 19" (482.6) * 14" (355.6 mm) * 2.4" / 6" (60.96 mm / 152.4 mm)
Net weight (without PSU) app. 6.5 kg
BEHRINGER is constantly striving to maintain the highest professional standards. As a result of these efforts, modifications may be made from time
to time to existing products without prior notice. Specifications and appearance may differ from those listed or illustrated.



 
 
 
 

DJ MIXERS 
 
MultiMix 12FX    

 

3. 100 onboard preset effects including reverbs, delays, chorus, flanging, pitch, and multieffects 
4. 2 aux sends (aux 1 is pre/post-fader switchable, aux 2 is post-fader and can send to onboard or 

external effects), 2 stereo aux returns, 2-track stereo RCA in and out 
5. Separate 1/4" balanced main and monitor outs, headphone out 
6. Separate pan/balance, pre-fader listen/solo in place, and mute/buss switches for simple operation 
7. 3-band EQ per channel with high/ low shelving and mid bandpass/reject 
8. 8-segment LED stereo meters 
9. Smooth 60mm faders 

 
 

MultiMix 12R 

 

 
1. Ultra-affordable 12-channel mixer in a 3U rack 
2. 8 high-gain mic/line (XLR and 1/4" balanced) inputs with phantom power, 2 stereo balanced 

1/4" line inputs 
3. 2 aux sends (pre- and post-fader), stereo aux return, 8 1/4" inserts, 2-track stereo RCA in and 

out 
4. Separate 1/4" balanced main and monitor outs, front-panel headphone out 
5. Pan control, peak indicator, and 60mm fader on each channel 
6. 2-band high/ low shelving EQ per channel 
7. 10-segment LED stereo meters 

 
 

1. Compact, ultra-affordable 12-channel mixer 
2. 4 high-gain mic/line (XLR and 1/4" balanced) inputs with phantom power, 4 stereo balanced 1/4" 

line inputs 

http://www.alesis.com/index.php


MultiMix 12USB 
MultiMix 12USB Mixer 

 

 

 
_Compact, affordable 12-channel analog mixer with USB 
_4 high-gain mic/line inputs with phantom power, 2 stereo balanced 1/4” line inputs 
_100 28-bit onboard preset effects including reverbs, delays, chorus, flanging and pitch 
_3-band EQ per channel, >Separate 1/4” balanced main and monitor outs, headphone out 
_44.1 kHz S/PDIF digital out 
_Integrated USB audio interface, Plug and Play operation under Mac OS X and Windows 
_Steinberg Cubase LE included 
_Easy to attach rackmount ears available 

 
 
 

 



 DJ Mixers 
PMX-Series  
Professional 2 Channel Stereo Mixers 
come standard with:

- 10” 2 channel stereo mixers 
- 4 line, 2 convertible phono/line RCA inputs 
- Dual ground screws for easy connectivity 
Face: 
- 3 band rotary EQ per channel 
- Removable face plate for user replaceable Rail Glide™  
cross fader 
- Ergonomically designed to be flush with turntable 
- Smooth curved face plate 
- Rotary gain channel control 
Front: 
- 1/4” Mic input & headphone output 

PMX-02 
 

Professional 2 Channel Stereo Mixer   
Face:

 
- PMX Series standard features 
Face: 
- EQ kill switches w/ Flash effect 
- Dual VU display with bright LED 
- 2 band rotary Mic EQ & volume controls 
Front: 
- Hamster/reverse & cross fader curve control switches 
- Rotary cue volume control & cue section fader allowing cue mix 

 
 
 
 
 
 
 
 




